
Enhance your cell growth with an intelligent CO2 incubator 
designed for precise temperature and CO2 control, 
efficient cleaning and rapid decontamination.

CO2 Incubators

(Option)*1 (Option)*2

—
MCO-170AIC-PK
MCO-170AIC-PE

MCO-170AICL-PE

MCO-170AICUVL-PA
MCO-170AICUV-PK
MCO-170AICUV-PE

MCO-170AICUVL-PE

−
−

MCO-170AICUVH-PE
MCO-170AICUVHL-PE

UV system set

H2O2 decon board

Electric lock

H2O2 generator

Double stacking bracket

Stacking plate

H2O2 reagent

Gas regulator

Gas auto changer

STD gas auto calibration kit

Tray

Half tray

Roller base

Small door

Optional Software product
Interface board*7; for LAN

Interface board*7; for RS-232C/RS-485

Interface board

Optional Accessories

Specifications

Contamination control 
H2O2 decontamination system

SafeCell UV system

inCu saFe copper-enriched stainless steel interior

Single beam, dual detector IR CO2 sensor

Direct Heat & Air Jacket (DHA) heating system 

Environmental performance
Temperature control range

Temperature control uniformity

CO2 control range and deviation

CO2 sensor platform

CO2 sampling, patent pending

CO2 calibration

Airflow

Interior humidity

Control, monitoring, alarm
Temperature and CO2 control

Data acquisition

Communication

Cabinet design and construction
Touch panel (WVGA full color LCD)

USB data logging

Exterior cabinet and door

Interior and shelves

Inner door

Insulation

Outer door

Access port

Leveling feet

Energy and CO2 utilities
Maximum power consumption

Maximum heat discharge

CO2 gas connection

CO2 gas pressure

Dimensions, weights, capacities
Internal dimensions ( W x D x H )

External dimensions (W x D x H) *3

Volume

Shelves

Net weight

Optional

Optional Standard

*1 When set temperature is 37˚C, ambient temperature must be 32˚C or less.  Regardless of ambient temperature, the maximum of temperature control range is always 50˚C. 

*2 The measurement condition complies with PHCbi specified measuring method.  *3 External dimensions of main cabinet only. See dimension drawings showing handles and other external projections.

*4 Attaching the optional MCO-170HB and MCO-170EL to MCO-230AICUV will add the H2O2 decontamination function.  *5 Models MCO-170AICL/MCO-170AICUVL/MCO-170AICUVHL/MCO-230AICL/

MCO-230AICUVL are for laboratory use.  • The optimum performance may not be obtained if the ambient temperature is not above 15˚C.

*7 For the data acquisition system MTR-5000 user only.  

• Appearance and specifications are subject to change without notice.

Caution: PHC Corporation guarantees this product under certain warranty conditions. However, please note that PHC Corporation 

shall not be responsible for any loss or damage to the contents of the product.

110 V – 120 V, 60 Hz
220 V, 60 Hz

220 V – 240 V, 50 Hz/60 Hz (CE)

−
MCO-230AIC-PK
MCO-230AIC-PE

MCO-230AICL-PE

MCO-230AICUVL-PA
MCO-230AICUV-PK
MCO-230AICUV-PE

MCO-230AICUVL-PE

Optional

Optional

Model No.

MCO-170AICUVH
MCO-170AICUVHL

MCO-170HB

MCO-170EL

Standard equipment

Standard
equipment

MCO-170UVS

MCO-HP

MCO-170PS

MCO-H2O2

MCO-010R

MCO-21GC

MCO-SG

 

MTR-L03

MTR-480

MCO-420MA

*For positioning units on a roller base, please refer to “Optional 

Accessories”. 

*If configuring a double-stack, make sure the double-stacking 

dedicated securing hardware and spacer are used (see “Optional 

Accessories”).

Double-stacking matching table

MCO-230AIC

MCO-170AIC (M)

MCO-170AICD

MCO-19AIC (M)
MCO-18AC

MCO-20AIC

MCO-5AC (M)

MCO-170PS

—

—

—

MCO-230SB

—

MCO-230SB

MCO-170PS

MCO-170PS

MCO-170SB

MCO-170SB

—

Spacer for double-stacking

Lower unit

Upper unit

Field-reversible Door (select right/left opening)

0123
EU only

+5˚C above ambient to 50˚C*1 (Ambient temperature: 5˚C−35˚C)

±0.25˚C (23˚C ambient, setting: 37˚C, CO2: 5 %, no load)*2

0 % to 20 % / ±0.15 % (23˚C ambient, setting 37˚C, 5 % CO2, no load)

Ceramic based, single beam infrared sensor, with dual wavelength measurement for continuous auto-zero calibration

No moving parts; airflow passes over in/out ports to sustain continuous sampling

Automatic, continuous zero reference calibration.  Optional STD gas auto calibration

Gentle vertical airflow, continuous with inner door closed

95 %  ±5 % R.H. at 37˚C by natural evaporation with humidifying pan

P.I.D. control system setpoint resolution 0.1˚C, 0.1 %

Automatic log function of temperature, CO2, Door opening/closing, Alarm and CSV file output

Remote alarm contacts standard.  Optional 4-20mA connection.  Optional with RS-232C/ RS-485/LAN data ports (For the data acquisition system MTR-5000 user only.)

Standard

Standard

Galvanized steel with baked-on finish

Copper-enriched stainless steel

Tempered glass

Styrene AcryloNitrile Copolymer

Reversible heated

Diameter 30mm port with non-VOC silicone stoppers (1 on back side)

4, Adjustable

4 mm to 6 mm inner diameter tubing

0.03 MPa (G) — 0.1 MPa (G) (0.3 kgf/cm2 (G) — 1 kgf/cm2 (G), 4.4 psi (G) — 14.5 psi (G)) from two stage CO2 regulator

Max. 380 W

Max. 1,070 kJ/h

Max. 440 W

Max. 1,250 kJ/h

490 x 523 x 665 mm /19.3 x 20.6 x 26.2 inch

620 x 730 x 905 mm / 24.4 x 28.7 x 35.6 inch

165 Liters (5.8 cu.Ft.)

4 supplies as standard (Maximum 10), Exterior dimensions:

475 (W) x 450 (D) x 12 (H) mm, maximum load 7 kg/shelf

80 kg (176 lbs.)

643 x 523 x 700 mm / 25.3 x 20.6 x 27.6 inch

770 x 730 x 905 mm /30.3 x 28.7 x 35.6 inch

230 Liters (8.1 cu.Ft.)

4 supplies as standard (Maximum 10), Exterior dimensions:

628 (W) x 450 (D) x 12 (H) mm, maximum load 7 kg/shelf

90 kg (198 lbs.)

MCO-170AICUV
MCO-170AICUVL

MCO-170AIC
MCO-170AICL

MCO-230AIC
MCO-230AICL

MCO-170HB

MCO-170EL

Standard 
equipmentMCO-170UVS

MCO-230AICUV
MCO-230AICUVL

MCO-170ST

 (same as standard accessory)

MCO-25ST

MCO-170RB

MCO-170ID

MCO-230ST

 (same as standard accessory)

MCO-35ST

MCO-230RB

—

MCO-170AIC

MCO-230AIC

MCO-230SBMCO-170SB

Standard

Standard

Standard

Standard Standard

*5

*5

*4

*1 Standard for Model No. including UV.  *2 Standard for MCO-170AICUVH/MCO-170AICUVHL

(Saudi Arabia only )
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Preservation  (freezers, refrigerators) and Culturing (incubators) 
Equipment
The management of the design, development, production, sales support, 
and servicing of the above.

PHC Corporation, Biomedical Division

1-1-1 Sakada, Oizumi-machi, Ora-gun, Gunma 370-0596, Japan

PHC Corporation, Biomedical 
Division is certified for:

Environmental management 
system: ISO14001

MCO-230AIC MCO-170AIC (M)
MCO-170AICD



PHCbi’s CO2 incubators with touchscreen control panels deliver superior usability, 
rapid cleaning, and effortless maintenance while keeping the tradition of outstanding 
environmental stability and precise performance.

MCO-170AIC/MCO-230AIC Incubators
Optimized for high-value samples including hard-to- 
grow and contamination-sensitive media/reagents.

Applications:

• Stem cell research

• Autologous tissue regeneration 

• Genomic and proteomic expression

• Esoteric plant and amphibian cell cultures

• Hyper-sensitive and transgenic cell cultures

• Low volume media microplate work

Grow results,
not bacteria!

Next Generation Incubators 
for Optimum Cell Culture

Up to 20 ø100 mm dishes (92 mm) can 

be arrayed (5 horizontally x 4 vertically) 

*In-house comparison

Up to 24 ø100 mm dishes (92 mm) can be 

arrayed (6 horizontally x 4 vertically) 

*In-house comparison

Integrated Tray Catches
Tray catches are integral parts of the chamber, opening up more 

space for trays, allowing the incubator to accommodate more 

culture containers. 

(Comparison with MCO-20AIC/MCO-19AIC)

Easy Use & Easy Maintenance

MCO-170AIC’s/
MCO-230AIC’s interior 
components

MCO-170AIC’s/MCO-230AIC’s 
tray catches
(integral part of the chamber)

Security
Automatic door lock (electric lock) can be set on the 

MCO-170AICUVH (standard equipped) and other models 

equipped with the optional electric lock (MCO-170EL).

• Control Panel  with single–user Key Lock                                 

(All models include as standard equipment.)

• Addition of user ID function for better traceablilty (able to 

register up to 99 user-IDs and passwords) (MCO-170AICUVH 

includes as standard. Or optional MCO-170EL to be installed 

for other models.)

• Multiple detailed activity logs exported to individual CSV files. 

(*User Access log downloaded for MCO-170AICUVH as standard. Or optional 

MCO-170EL to be installed for other models.)  

USB Memory Data Transfer
Standard USB port provides convenient log data transfer to a 

USB memory stick and to a PC. Data log period is 1.5 months 

using 2-minute intervals.

The Auto-Lock set up screen

Log screen example (CO2 level)

Note: It is impossible to use a USB memory device which  

is password-protected.

USB port

Responds to gloved
finger action.

20 dishes (MCO-20AIC) 

 →  24 dishes (MCO-230AIC)

16 dishes (MCO-19AIC)

 →  20 dishes (MCO-170AIC)

MCO-230AIC’s Tray
Internal dimensions

620(W) x 450(D)mm

Optimal Humidity Control
Stable humidity control not influenced by 

environmental conditions and frequent 

incubator door openings.

byy 

Japan and US patents pending

Humidity 

control bar

MCO-170AIC’s Tray
Internal dimensions

475(W) x 450(D)mm

LCD Touch Panel Controller

A WVGA color LCD touch panel delivers full control over 

different protocols. Control can be performed with gloved 

fingers as the controller is equipped with a resistive touch-

screen.

Top Screen

User 

Access log*

Integrated Tray Catches minimize cleaning time 

while LCD Panel enhances operation

User-ID setting screen




